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Connection to the FRITZ!Box

1. Features

Connection to the IP PBX FRITZ!Box
(www.avm.de)

Support all version of FRITZ!Box

It works on local network only
Permanent view of video from the
Entrance Communicator Camera

Pop-up function

2. Applications

* Warehouses, parking

Family houses

Small offices
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3. Description

The program iBell office allows you to
plug into a system including the IP PBX
FRITZ!Box.

It supports both older versions of PBXs
FRITZ!Box and new versions that include
the number of the push button on the
communicator in the calling phone
number.

The program iBell office runs in the
background of Windows and will be
displayed on the desktop if there is an

incoming call.



http://www.avm.de
http://www.avm.de
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4. Entrance Communicator settings

* The “SIP mode” section must by se to “SIP server”.

* The sections “Account”, “Auth. Id” and “Password” must be set according to the
registration account created in the FRITZ!Box.

* The sections “Registration server” and “SIP server” must contain an IP address of
FRITZ!Box.

SIP parameters

Current status

SIP mode: SIPserver o
Display name: IP DoorPhone
SIP User Agent: 1P BOLD
Account: 620
: ; Auth. Id: 620
ERSCIRetngd Password: .
Extended settings
Service Send register:
Registration server: 192.188.1.2
Video camera Port: 5060
Expiration [sec]: 600
Registrate after restart:
SIP server: 192.168.1.2
Port: 5060

Outbound proxy:

Port: 5060

SIP Transport: TCP & UDP [
Provisional code: 180 Ringirg T]
Enable Symmetric RTP:

e The section “Phonebook” contains iBell phone number including FRITZ!Box predial

koK)

Phonebook

Current status

Network setting Title: iBell
Email:
Enabled:

Phonebook

1. call number: +*621|
Timetable: None [
Calling: Sequential <)
2. call number:
Timetable: None [
Calling: Sequential T)
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5. iBell office settings

* The sections “SIP Server User Name” and “SIP Server User Password” must be set
according to the registration account created in the FRITZ!Box.

* The “Communication IP Address” contains the IP address of Entrance Communicator.
It is used to show permanent video from Entrance Communicator camera.

* The section “Communicator Phone Number” contains Entrance Communicator phone
number including FRITZ!Box predial “**”.

* The section “Incoming Substitute Phone Number” contains Entrance Communicator
phone number complete with the Entrance Communicator call button number. (See
FRITZ!Box documentation)

0 Settings X
SIP Server Connection Entrance Communicators Settings
SIP Server User Name: Communicator Name: Entrance 1
SIP Server User Password: CERTLT Communicator [P Address: 192.168.1.250
Authentication 1D: Communi icator Video Port: 0
SIP Sever IP Address: 152.166.1.2 Communicator Phore Number 620
SIP Server Network Port: 5060 Incomming Substitute Phone Number 6201

Registration Server 1P Address
Registration Server Port: 5060
SIP Proxy Server IP Address:

SIP Prowy Server Network Port: 5060

Communicator Admin Password:

DTMF code to switch:
Auniliary Camera [P Address or Domain:
e

User Name: Password
Qutbound Provy Sarver: DTMF code to switch:
Ausiliary Camera [P Address or Domain:
NAT and Firewall settings -
(®) Local Network User Nama: Password:
O Publc 1P Address DTMF code to switch
Awiliary Camera [P Address or Domain:
®
(OSTUN Server IP Address:
User Name: Pasword:
User Sattings =
e to itch:
[ Run this program sutomatically when Windows starts e
Auwiliary Camera [P Address or Domain:
[ The program autometically mnimize after its launch ~
Ringirg tone: sound L wav
User Name: Password
- Ny -
Larguege selection £|:= en Entrance 1) Entrance 2
© For mample: http://192.168.1.250/video. mipg Add Comenunicator Remove Communicator
Default settings Documentation Seve and Restart Back

That is all. Now we can try to call :-)
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